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BROCHURE AUDACE 

LED lamp with dimmable light 
intensity and adjustable colour 
temperature. 

The rigorous lines of its design bring it closer 
to the architecture of the earth from where 
it originates, the materials make it resilient 
to daily challenges, while the technology 
developed for this lamp transforms Audace 
into the most reliable ally for any project.

ACCESSORIES

Power

Colour temperature

Colour Rendering Index (CRI)

Illuminance at 50 cm

Light intensity adjustment (dimmer)

 Supply

Reflector’s diameter 

Product’s life

Structure

IP Protection

Class

Colour

Order code

Fixing systems

Cabling

12,7 W

from 2.500 to 5.000 K

95 Ra

1800 lux

20-100 %

110-240 V

160 mm

50.000 hours

Pantograph

IP20

III

Black, White, Yellow

AUDACE-NE, AUDACE-BI, 

AUDACE-GI

12,7 W

3.500 K

95 Ra

1800 lux

no dimmer 

110-240 V

160 mm

50.000 hours

Pantograph

IP20

III

Black, White, Yellow 

AUDACE-IO-NE, AUDACE-IO-BI, 

AUDACE-IO-GI

S11, S12, S15, Desk Base (Basepe), RL

200 cm with plug type C (European - 2 pins) - upon request 

type G (British - 3 pins) or type A (American - 2 pins)

AUDACE-BI, AUDACE-IO-BI
White

AUDACE-NE, AUDACE-IO-NE
Black

AUDACE-GI, AUDACE-IO-GI
Yellow
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S11 S15 BASEPE RL GP
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Reflector consisting of a top part in glass fibre filled 
nylon and a lower part in spun iron with finishing 
edge. It can be fitted with both LED and incandescent 
bulbs.

AUGMENTED REALITY

Compatible with iOS devices

ACCESSORIES

Power

Supply

ES

Reflector’s diameter

Structure

IP Protection

Class

Fixing systems

Colours

Code

Cabling

60 W (max)

220-240 V

E27 / P45 85mm type

160 mm

Pantograph

IP20

 I

S11, S12, S15, Desk base (Basepe), RL

Black, Grey, White

10NE, 10GR, 10BI

170 cm with plug type C (European - 2 pins)  

- upon request type G (British - 3 pins)

CODE

10GR
Grey

10BI
White

10NE
Black



MEC 103
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Suitable with both LED and incandescent bulbs, the product is 
ideal for working environments with strong vibrations or where it 
is required that the product maintains a fixed position. A handle 
on the reflector assures a more comfortable hold.

AUGMENTED REALITY

Compatible with iOS devices

ACCESSORIES
*this accessory 
requires an AS2 adapter

CODE

MEC103NM
Hammered black

Power

Supply

ES

Reflector’s diameter

Structure

IP Protection

IK Protection

Class

Fixing

Colour

Code

Cabling

60 W

220-240 V

E27 / P45 85mm type

160 mm

1088 mm with 4 compensated articulations

IP20

IK04

I

3 screws

Hammered black

MEC103NM

170 cm with plug type C (European - 2 pins) - upon

request type G (British - 3 pins)




